
1-8DM Walk Behind Shot Blaster

Blastrac’s 1-8DM is a highly portable, lightweight shot blasting 
system. Perfect for smaller jobs such as residential garage floors, pool 
decks, and small industrial floors, the 1-8DM runs on single phase 
common power. With manual travel speed and 8.75 inch blast pattern, 
this small blast machine is also ideal for balconies, areas around 
equipment and obstructions, and other tight spaces. Cost-effective 
and environmentally friendly, this affordable shot blaster is a labor and 
time saving cleaning system for small to medium sized jobs.

1-8DM
Walk Behind Shot Blaster

L,W,H

LBS

DIMENSIONS:
L 41 IN X W 21 IN X H 41 IN

BLASTING PATH:
8.75 IN 

MOTOR:
3 HP | 12A | 110V OR 230V, 1ø, 60HZ

WEIGHT:
181 LB

PRODUCTION:
UP TO 350 SQ. FT./HR (110V)
UP TO 450 SQ. FT./HR (230V)

TYPE:
FORWARD 
(PUSH)

Dust Collector Option(s)

Key Points

 � Shot pattern reducers available in 4”, 
5” and 6”

 � VFD allows easy troubleshooting

 � Adjustable handles and wheels 
makes for shot blasting as close as 
¾” to the wall

 � Heavy-duty blast wheel with 2 or 3 
hp motor, belt drive, and long-life 
bearing unit
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1-8DM Walk Behind Shot Blaster

1-8DM OPTIONS

TOP LINER
4973070-EU

RIGHT SIDE LINER
6908260-EU

LEFT SIDE LINER
6908250-EU

WHEEL KIT 6.5”
4923050-EU

WHEEL HUB
9763100

MAGNETIC VALVE ASSEMBLY
P000001

FRONT / REAR BRUSH
6908300

SIDE SKIRT
6811550
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ABRASIVE CONTROL CABLE
CP-10886

5” BLAST PATTERN REDUCER
PG-10540

4” BLAST PATTERN REDUCER
PG--10539

6” BLAST PATTERN REDUCER
PG-10541

50 LB BAG STEEL SHOT
S280BAG

25” MAGNET BROOM
P004335

50 LB BAG STEEL SHOT
S330BAG

HANDHELD MAGNET
08400002
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